
ERGOS
For counterbalanced 

Shutters up to 360kg weight
Powerful and economical

www.erreka-automation.com

RESIDENTIAL / INDUSTRIAL

ROLLING SHUTTER MOTORS



ERGOS
Choice of diameter shutter shaft: 60mm and 76 mm 
Range of operators with brake and without brake
Bi-motor operator (ER360FC)
Unlocking system via cable 

Control panel:
CLEVER01 (Analogue)

RSD LIRA
IRIS

230/50

ER160C/
ER160FC

ER200C/
ER200FC ER360FC

750600 1000

9-108-9 15

200160 360

7660

-20 / +85

240200/220

Residential / Industrial

Power supply (Vac/Hz)
Absorbed power (W) 
Maximum shutter weight (kg)
Duty cycles (cycles/hour)
Speed (rpm)
Diameter shutter shaft (mm)
Diameter crownded drum (mm)
Protection class (IP)
Operating temperature (ºC)
Built in control board
Operator weight (kg)
Use

Photocell:
FT06

RECOMMENDED
ACCESSORIES:

Radio receiver: Remote control:

ROLLING SHUTTER MOTORS

TECHNICAL DATA

INSTALLATION LAYOUT

A: Main power supply
B: Photocell
C: Push button or key switch
D: Motor
E: Antenna

ELECTRICAL WIRING


